








09FINESSEFINESSE08

7.0  Operation (cont...)6.0  Waste Disposal According to The WEEE Directive (2012/19/EU)

7.0  Operation

A
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F

Figure 6.

l	 The On/Off button is located at the bottom  
	 of the control side of the radiator (F, figure  
	 6). The radiator should only be switched  
	 “on” when it is correctly installed and  

	 secured to the wall brackets. When the  
	 radiator is switched on, LED (A) will turn  
	 green or red depending upon the heating  
	 demand.

FROST PROTECTION MODE 
• �Turn dial “D” to the snow 

flake symbol.

REDUCED MODE
• �Turn dial “D” to the moon 

symbol.

COMFORT MODE
• �Turn dial “D” to the sun 

symbol.
• �Select the required room 

temperature between 5 and 
30°C  using dial “B”.

	 7.1 STAND-ALONE RADIATOR

l	 Select one of the following operating  
	 modes using dial D (figure 6):

COMFORT MODE 
Select this mode for periods of normal 
occupancy.

REDUCED MODE 
Select this mode for night-time or when 
the house is unoccupied for several hours. 
This mode will lower the temperature of the 
room by 3.5°C from the “Comfort mode” set 
temperature.

FROST PROTECTION MODE 
This mode is to be used when the house 
is unoccupied for extended periods. The 
radiator will maintain the room temperature 
at 7°C.

		 7.2 RADIATOR CONNECTED
  
	 TO A TOUCH4 CENTRAL  
	
	 PROGRAMMER

l	 When connected to a central programmer 
	 (refer to page 11), select the automatic 
	 operation mode by turning dial “D” to the  
	 clock symbol.

AUTOMATIC MODE 
l	 This mode is intended to be used in  
	 combination with an external programmer,  
	 or the built in programmer.

Example: If the comfort temperature is set 
to 21°C and dial “D” is set to -5, then the 
radiator will give a room temperature of 16°C 
in this case.

AUTOMATIC MODE
• �Select the desired room 

temperature during periods 
of normal occupancy 
between 5 and 30°C using 
dial “B”. 

• �Rotate dial “D” within the 
area covered by the  
symbol. At night or during 
periods of inoccupancy, 
the radiator will reduce its 
temperature output. The 
value on this scale indicates 
the desired temperature 
reduction.

Waste disposal according to 
the WEEE Directive (2012/19/
EU). The symbol on the product 
label indicates that the product 
may not be handled as domestic 

waste, but must be sorted separately. When 
it reaches the end of its useful life, it shall be 
returned to a collection facility for electrical and 
electronic products. By returning the product, 
you will help to prevent possible negative 

effects on the environment and health to which 
the product can contribute if it is disposed of 
as ordinary domestic waste. For information 
about recycling and collection facilities, 
you should contact your local authority/
municipality or refuse collection service or 
the business from which you purchased the 
product. Applicable to countries where this 
Directive has been adopted.
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8.0  Parameter Menu7.0  Operation (cont...)

MYSON Finesse radiators work best 
as a stand alone radiator or connected 
to a TOUCH4 Programmer for Central 
Programming control.  

Should you require to programme your 
Finesse radiator independently, please go 
to www.myson.co.uk/Finesse for the full 
instructions on how to do this.

9.0  Radiator Connected to the TOUCH4 Programmer

When connected to the TOUCH4 (figure 7), 
select the automatic operation mode.

l	 A suitable means of local isolation of the 
	 radiator from both the electrical supply and 
	 the pilot wire signal must be provided.

l	 The fused spurs must be clearly marked to 
	 indicate that two sources of electrical supply 
	 may be present.

AUTOMATIC MODE

		
		  l	 Select the desired 	
			   room temperature 	
			   during periods of 	
			   normal occupancy 	
			   between 5 and 30°C 	
			   using dial “B”. 
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Figure 7.

Wire Colours
BR = Brown
BK = Black
BL = Blue
G/Y = Green/Yellow

	 7.3 OTHER FUNCTIONS

l	 The switch (E, figure 6) at the bottom  
	 of the control panel can be used to limit the  
	 output (surface temperature) of the heating  
	 element in the front panel.

Note: When considering the permanent use 
of the radiator at 60°C or 75°C maximum, the 
following correction factor should be applied 
for the output.
 

E 
SWITCH

SURFACE 
TEMP.

SINGLE 
PANEL

DOUBLE 
PANEL

~ 60°C max ~ 0.55 ~ 0.80

~ 75°C max ~ 0.70 ~ 0.90

~ 90°C max 1 1

E.g. a 1,000 Watt single-panel with the E 
switch on the 75°C position will deliver max. 
700 Watts. A 1,000 Watt double panel with the 
E switch on the 60°C position will deliver max. 
800 Watts. These values should be considered 
when selecting the number and type of panels 
to cover the calculated heat losses.

l	 Two LED indicators (A and C, figure 6)  
	 indicate the working mode of the radiator.

LED A

GREEN Radiator switched on

RED Radiator heating

RED BLINKING Sensor problem

LED C (only when external programmer connected)

OFF Comfort mode

GREEN BLINKING

(CYCLE OF 4-BLINKS 

THEN PAUSE, 

4-BLINKS, REPEATED).

Reduced mode

KEY LOCK FUNCTION 
Use the Key Lock function to prevent any 
changes to your settings (in a child’s room, 
public area… etc.)

l	 �To activate the Key Lock function, slide the 
switch (E, figure 6), to the left  , then to 
the right  , then back to the left  . Repeat 
this sequence 3 times.

  	                          

l	 LED A & C will both flash orange 5 times.

l	 Repeat the same procedure to unlock the  
	 keypad. 

Note: When unlocking the Key Lock function, 
LED A & C will flash orange during the unlock 
sequence. When successfully unlocked, LED A 
& C will flash green 5 times.

Note: If any alterations are made to dials B or 
D, or to switch E, when the Key Lock is active, 
LED A & C will flash orange 5 times to indicate 
the Key Lock is active.

This function is available in all operating 
modes.

~ 60°C MAX~ 75°C MAX~ 90°C MAX
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10.0  Technical Characteristics9.0  Radiator Connected to the TOUCH4 Programmer (cont...)
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Figure 8.

When installing in a bathroom or wet room, please refer to the installation positions in Section 4.0 Installation on page 6.

Wire Colours
BR = Brown
BK = Black
BL = Blue
G/Y = Green/Yellow

ENVIRONMENT:

- �Operating temperature

- �Transportation and storage temperature

-30°C to +50°C

-30°C to +70°C

RANGES FOR TEMPERATURE SETTINGS:

- Comfort mode

- Reduced mode

- Frost protection mode

+5°C to +30°C

Temp reduction between -3.5°C and -15°C

+7°C

ELECTRICAL INSULATION Class I

ELECTRICAL PROTECTION �IP44

POWER SUPPLY 230 VAC - 50 Hz

DIRECTIVES & STANDARDS:

The product has been designed to 

comply with the following Directives and 

Standards.

• EN 60730-1

• EN 60335-1

• EN 60335-2-30

• EN 62233

• EN 55014-1

• EN 55014-2

• EN 61000-3-2

• EN 61000-3-3

• EN 60529

• LV Directive 2006/95/EC

• EMC Directive 2004/108/EC

• RoHS Directive 2002/95/EC

• ECO Directive 2009/125/EC

l	 Rotate dial “D” within the area covered  
	 by the  symbol. The value on this  
	 scale indicates the desired temperature  
	 reduction during the night or during shorter  
	 periods of absence.

 l	 When the house is unoccupied for longer  
	 periods (e.g. holiday) you can override the  
	 clock programme by rotating dial “D” around  
	 to “Reduced” or “Frost protection” mode.

 l	 The section highlighted with    symbol  
	 should only be used when connected  
	 to the TOUCH4. If the radiator is 
	 set in this position when not connected, 
	 then it will only work in comfort mode 
         . 

 l	 The TOUCH4 has an IP20 rating.
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11.0  Eco Directive Characteristics (cont...)11.0  Eco Directive Characteristics

Model identifier(s): FExxxxxx where “x” may be any character.

Item Symbol Value Unit

Heat Output

Nominal heat output where “xxxxxx” = 30DX50 

or 50DX40
Pnom 0.50 kW

Nominal heat output where “xxxxxx” = 30DX80 

or 50DX50
Pnom 0.75 kW

Nominal heat output where “xxxxxx” = 30DX100 

or 50DX65
Pnom 1.00 kW

Nominal heat output where “xxxxxx” = 30DX130 

or 50DX80
Pnom 1.25 kW

Nominal heat output where “xxxxxx” = 30DX160 

or 50DX95
Pnom 1.50 kW

Nominal heat output where “xxxxxx” = 30DX200 

or 50DX125
Pnom 2.00 kW

Minimum heat output (indicative) Pmin N.A. kW

Nominal heat output where “xxxxxx” = 30DX50 

or 50DX40
Pmax,c 0.50 kW

Nominal heat output where “xxxxxx” = 30DX80 

or 50DX50
Pmax,c 0.75 kW

Nominal heat output where “xxxxxx” = 30DX100 

or 50DX65
Pmax,c 1.00 kW

Nominal heat output where “xxxxxx” = 30DX130 

or 50DX80
Pmax,c 0.25 kW

Nominal heat output where “xxxxxx” = 30DX160 

or 50DX95
Pmax,c 1.50 kW

Nominal heat output where “xxxxxx” = 30DX200 

or 50DX125
Pmax,c 2.00 kW

Auxiliary electricity consumption

At nominal heat output eImax 0.00 kW

At minimum heat output eImin N.A. kW

In standby mode eISB <0.001 kW

Item Unit

Type of heat input, for electric storage local space  
heaters only

Manual heat charge control with integrated thermostat N.A.

Manual heat charge control with room and/or outdoor 
temperature feedback

N.A.

Electronic heat charge control with room and/or outdoor 
temperature feedback

N.A.

Fan assisted heat output N.A.

Type of heat output/room temperature control

Single stage heat output and no room temperature control No

Two or more manual stages, no room temperature control No

With mechanic thermostat room temperature control No

With electronic room temperature control No

Electronic room temperature control plus day timer No

Electronic room temperature control plus week timer Yes

Other control options

Room temperature control, with presence detection No

Room temperature control, with open window detection Yes

With distance control option No

With adaptive start control Yes

With working time limitation No

With black bulb sensor No

Contact details MYSON Eastern Avenue, Team Valley, Gateshead, Tyne & Wear NE11 0PG, UK 
T: 0845 402 3434, F: 0191 491 7568, sales@myson.co.uk, www.myson.co.uk


