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MATCHMATE General information & specification MATCHMATE Technical information

MATCHMATE

Description
Colour
(Top)

Wheel Head 
Order Code

Lockshield 
Order Code

Minimum 
Order Qty

½" Olive Angle Chrome* White MATE1/2WAC MATE1/2LAC 10
½" Olive Angle Chrome Drain Off* White - MATE1/2LACD 10
½" Olive Straight Chrome* White MATE1/2WSC MATE1/2LSC 10
10mm Angle Chrome White MATE10WAC MATE10LAC 10
10mm Angle Chrome C/W Compression 90° Elbow White MATE10WAC90 MATE10LAC90 10
10mm Angle Chrome Drain Off White - MATE10LACD 10
10mm Angle Chrome Drain Off C/W Compression 90° Elbow White - MATE10LACD90 10
15mm Angle Chrome White MATE15WAC MATE15LAC 10
15mm Angle Chrome Drain Off White - MATE15LACD 10
15mm Straight Chrome White MATE15WSC MATE15LSC 10

MATCHMATE pushfit
10mm Angle Chrome C/W Pushfit 90° Elbow White MATE10WACPF90 MATE10LACPF90 10
10mm Angle Chrome Drain Off C/W Pushfit 90° Elbow White - MATE10LACDPF90 10
10mm Angle Chrome Drain Off Pushfit White - MATE10LACDPF 10
10mm Angle Chrome Pushfit White MATE10WACPF MATE10LACPF 10
10mm Straight Chrome Pushfit White - MATE10LSCPF 10
15mm Angle Chrome C/W Pushfit 90° Elbow White MATE15WACPF90 MATE15LACPF90 10
15mm Angle Chrome Drain Off C/W Pushfit 90° Elbow White - MATE15LACDPF90 10
15mm Angle Chrome Pushfit White MATE15WACPF MATE15LACPF 10

MATCHMATE accessories
MATCHMATE Top Only White MATEWHTOP MATELSTOP 20

The MATCHMATE range of radiator valves is 
ideal for use within central heating systems in 
the domestic housing market. They are available 
in a number of different models, including 
compression, pushfit, straight and angled, to suit 
varying specification requirements. All products 
are finished in chrome 3 and feature impact 
resistant valve caps, providing the highest quality 
at competitive prices. Drain off option also available 
on most products.

MATCHMATE

CERTIFICATION
Produced under a quality management system - ISO 9001:2008.  

 Pressure tested in accordance with BS 2767.   

GUARANTEE
2 year guarantee from date of purchase against  

 manufacturing defects.

COLOUR
Finished in chrome.

CONNECTIONS
Compression and pushfit.

OPERATING PRESSURES
Operating pressure 10 bar (compression) and 3 bar (pushfit).

OPERATING TEMPERATURE
Operating temperature 120°C (compression) and 92°C (pushfit).

DELIVERY
2 - 5 working days.

For more general information, please see page 260.

General specification

*ROI only.

MATE15WAC

NB: All measurements are nominal. *ROI only.

Model
DWG
Ref.

A a1 a2 a3 a4 a5 B b1 b2 b3

(mm) (mm) (mm) (mm) (mm) (mm) (mm) (mm) (mm) (mm)

MATCHMATE
½" Olive Wheelhead Angle Chrome* ANG1 76 60 31 - - - 75 50 25 -

½" Olive Lockshield Angle Chrome* ANG1 73 60 22 - - - 75 50 25 -

½" Olive Lockshield Angle Chrome Drain Off* DRA1 102 60 22 - - - 75 50 25 -

½" Olive Wheelhead Straight Chrome* STR1 83 56 31 - - 27 67 54 13 -

½" Olive Lockshield Straight Chrome* STR1 83 56 22 - - 27 67 54 13 -

10mm Wheelhead Angle Chrome ANG1 76 60 31 - - - 75 50 25 -

10mm Lockshield Angle Chrome ANG1 72 60 22 - - - 75 50 25 -

10mm Lockshield Angle Chrome C/W Compression 90° Elbow ANG3 73 60 22 30 30 - 107 50 57 46

10mm Lockshield Angle Chrome Drain Off DRA1 102 60 22 - - 42 77 50 27 -

10mm Wheelhead Angle Chrome C/W Compression 90° Elbow ANG3 73 60 31 30 30 - 107 50 27 46

10mm Lockshield Angle Chrome Drain Off C/W Compression 
90° Elbow DRA3 102 60 22 30 30 42 107 50 27 46

15mm Wheelhead Angle Chrome ANG1 76 60 31 - - - 75 50 25 -

15mm Lockshield Angle Chrome ANG1 73 60 22 - - - 75 50 25 -

15mm Lockshield Angle Chrome Drain Off DRA1 102 60 22 - - 42 75 50 25 -

15mm Wheelhead Straight Chrome STR1 83 56 31 - - 27 67 54 13 -

15mm Lockshield Straight Chrome STR1 83 56 22 - - 27 67 54 13 -

MATCHMATE PUSHFIT
10mm Wheelhead Angle Chrome C/W Pushfit 90° Elbow ANG3 76 60 31 28 32 - 104 50 54 45

10mm Lockshield Angle Chrome C/W Pushfit 90° Elbow ANG3 73 60 22 28 32 - 104 50 54 45

10mm Lockshield Angle Chrome Drain Off C/W Pushfit 90° Elbow DRA3 102 60 22 28 32 42 104 50 54 45

10mm Lockshield Angle Chrome Drain Off Pushfit DRA2 102 60 22 - - 42 95 50 45 -

10mm Wheelhead Angle Chrome Pushfit ANG2 76 60 31 - - - 95 50 45 -

10mm Lockshield Angle Chrome Pushfit ANG2 73 60 22 - - - 95 50 45 -

10mm Lockshield Straight Chrome Pushfit STR2 104 60 22 - - 48 67 54 13 -

15mm Wheelhead Angle Chrome C/W Pushfit 90° Elbow ANG3 76 60 31 35 25 - 112 50 62 50

15mm Lockshield Angle Chrome C/W Pushfit 90° Elbow ANG3 73 60 22 35 25 - 112 50 62 50

15mm Lockshield Angle Chrome Drain Off C/W Pushfit 90° Elbow DRA3 102 60 22 35 25 42 112 50 62 50

15mm Wheelhead Angle Chrome Pushfit ANG2 76 60 31 - - - 108 50 59 -

15mm Lockshield Angle Chrome Pushfit ANG2 73 60 22 - - - 108 50 58 -
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DRAWING REFERENCE:  1 = Standard (Black);  2 = Pushfit (Green & Black);  3 = Pushfit 90° Elbow (Red & Black). Drawings for illustration purposes only.
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